
S I N G L E - U S E  U S B  P D F  

T E M P E R AT U R E  

DATA  L O G G E R



FEATURES:

APPLICATIONS:
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Automatic PDF 

generation (available in 

different languages)

6-month operating life

Measurement range of 

-30 °C to +70 °C 

Preset alarm settings 

available

Preset with industry 

standard configuration 

settings

Flashing Green ‘OK’ or 

Red ‘Fail’ LED Lights 

The EnviroLog is a single-use, cost effective & reliable temperature recorder with an integral 
USB connector. It measures and stores real time temperature readings over a measurement 
range of -30 °C to +70 °C (-22 °F to +158 °F). 
The EnviroLog automatically generates a PDF report which requires no special software and 
combines all the features of an advanced temperature recorder with an 16,000 log memory 
and a 6-month operating life.

Fruits/ Vegetables/Produce 
distribution

Seafood /Perishables Shipping

Vaccines Transportation

Pharmaceuticals distribution
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Product  Model EV-16

Sensor  Measurement 
Range

-30  °C to  +70 °C ( -22  °F  to  +158 °F) .

Operat ing Temperature 
Range

-30  °C to  +70 °C ( -22  °F  to  +158 °F) .

Storage Temperature 
Range

0 °C to  +40 °C (32  °F  to  +104 °F) .

Rated Temperature  
Reading Accuracy

Bet te r  than ±0.5  °C (±0.9  °F)  fo r  -5  °C to  +30 °C (23  °F  to  +86 °F) .
Bet te r  than ±0.8  °C or  be t te r  fo r  measurements  in  o ther  a reas  o f  ra ted 
range.  Actua l  per fo rmance is  typ ica l l y  much bet te r  than the  ra ted va lues . 
Accuracy  f igures  can be improved by  reca l ib ra t ion .

Rated Temperature 
Reading Resolut ion

Bet te r  than 0 .1  °C or  0 .1  °F. 
The na t ive  reso lu t ion  is  what  i s  s to red in  the  Env i roLog ®.

Sensor  React ion T ime Typ ica l l y  less  than 7  minu tes  (T90)  in  mov ing a i r  (1m/s)  in  EN12830:1999.

Recording Capaci ty 16,129 tempera ture  read ings .  
112 days  @ 10min  logg ing,  168 days  @ 15min  logg ing.

Sampl ing Interval Preset  record ing in te rva l  f rom 30 seconds to  18  hours 
(Typ ica l l y  5  minu te  logg ing)

Logging Star t  Opt ions Push but ton  s ta r t .  Opt iona l  s ta r t  de lay  (1min  to  72  hours)  depending on 
preset  conf igura t ion .

Recording Indicat ion F lash ing ‘OK’  ind ica tor  /  f lash ing ‘ALERT’  ind ica tor.

Alarms Up to  3  upper  and 3  lower  a la rms depending on  preset  conf igura t ion .

Download T ime Typ ica l l y  w i th  fu l l  memory  (16 ,129 read ings)  in  less  than 30  seconds f rom 
t ime o f  inser t ion  to  ava i lab i l i t y  o f  PDF repor t .

Environmenta l IEC 60529:  IP67 when p las t ic  in tac t .

Power  Source CR2032 L iMnO 2 Bat te r y  (F ixed)

Battery  L i fe 2 years  s to rage,  fo l lowed by  6  months  bat te r y  l i fe  o f  normal  use  (based on 
6  minu te  logg ing,  download data  month ly ) . 

Real  T ime Clock Bui l t - in  rea l  t ime c lock .
Rated accuracy  ±25ppm @ 25 °C (equ iva len t  to  2 .5  seconds/day) .
Rated tempera ture  coeff ic ien t  i s  -0 .034 ±0.006ppm/°C ( I .e  typ ica l l y  + / - 
0 .00294 seconds/day / °C) .

Connect ion Inter face USB 2 .0 ,  A- type p lug.

Software PDF Reader.

Size 93mm(H)  x  54 .5mm(W) x  8 .6mm(T) .

Weight 31g.

Bag /  Case Materia l LDPE /ABS.


